Clinical Neuroimaging Using 7 T MRI: Challenges and Prospects

VARGAS GOMEZ, Maria Isabel, et al.

Abstract
The aim of this article is to illustrate the principal challenges, from the medical and technical point of view, associated with the use of ultrahigh field (UHF) scanners in the clinical setting and to present available solutions to circumvent these limitations. We would like to show the differences between UHF scanners and those used routinely in clinical practice, the principal advantages, and disadvantages, the different UHFs that are ready be applied to routine clinical practice such as susceptibility-weighted imaging, fluid-attenuated inversion recovery, 3-dimensional time of flight, magnetization-prepared rapid acquisition gradient echo, magnetization-prepared 2 rapid acquisition gradient echo, and diffusion-weighted imaging, the technical principles of these sequences, and the particularities of advanced techniques such as diffusion tensor imaging, spectroscopy, and functional imaging at 7TMR. Finally, the main clinical applications in the field of the neuroradiology are discussed and the side effects are reported.

Reference

DOI : 10.1111/jon.12481
PMID : 29205628
Clinical Neuroimaging Using 7 T MRI: Challenges and Prospects

Maria Isabel Vargas, Pascal Martelli, Lijing Xin, Ozlem Ipek, Frederic Grouiller, Francesca Pittau, Robert Trampel, Rolf Gruetter, Serge Vulliemoz, Francois Lazeyras

From the Division of Neuroradiology of Geneva University Hospitals and Geneva University, Geneva, Switzerland (MIV); Animal Imaging and Technology Core (AIT), Center for Biomedical Imaging (CIBM), Ecole Polytechnique Fédérale de Lausanne, Lausanne, Switzerland (PM, LX, OI, RG); CIBM, Department of Radiology and Medical Informatics, Geneva Hospitals and University of Geneva, Geneva, Switzerland (FG, FL); Division of Neurology, Epileptology Unit, Geneva University Hospitals, Geneva, Switzerland (FP, SV); Max Planck Institute for Human Cognitive and Brain Sciences, Leipzig, Germany (RT); and Division of Radiology of Geneva University Hospitals and CIBM, Geneva, Switzerland (FL).

ABSTRACT

The aim of this article is to illustrate the principal challenges, from the medical and technical point of view, associated with the use of ultrahigh field (UHF) scanners in the clinical setting and to present available solutions to circumvent these limitations.

We would like to show the differences between UHF scanners and those used routinely in clinical practice, the principal advantages, and disadvantages, the different UHFs that are ready to be applied to routine clinical practice such as susceptibility-weighted imaging, fluid-attenuated inversion recovery, 3-dimensional time of flight, magnetization-prepared rapid acquisition gradient echo, magnetization-prepared 2 rapid acquisition gradient echo, and diffusion-weighted imaging, the technical principles of these sequences, and the particularities of advanced techniques such as diffusion tensor imaging, spectroscopy, and functional imaging at 7TMR.

Finally, the main clinical applications in the field of the neuroradiology are discussed and the side effects are reported.

Keywords: 7TMR, UHF, epilepsy, neuroradiological imaging, brain.

Acknowledgment and Disclosure: This work was supported by the Department of Radiology of Geneva University Hospitals (HUG) Fund startup 2013-10 “Détecte des lésions épileptogènes du manteau cortical à 7T” and by the Swiss National Science Foundation (SNSF) grants 141165, 140332 (SPUM Epilepsy), as well as the Centre d’Imagerie Bio-Médicale (CIBM), the Swiss Federal Institute of Technology Lausanne (EPFL), and Lausanne and Geneva Hospital and University.

The authors report no conflicts of interest.

DOI: 10.1111/jon.12481

Introduction

In the last decade, advances in medical imaging have revolutionized the diagnosis and treatment of diseases of the central and peripheral nervous systems. The introduction of high-strength magnetic field (3 tesla) in magnetic resonance imaging (MRI) has allowed the visualization of small structures in exceptional detail.

7 T MR is the next natural step in the clinical setting; however, it is not currently widely used yet. Only sixty-one 7 T MRI scanners are in function around the world.1 Few centers have begun to use this technique that has been limited to selected patients with certain pathologies such as multiple sclerosis (MS),2 epilepsy,3 tumors,4,5 to evaluate the effects of radiotherapy on normal appearing brain in patient with gliomas,4 neurodegenerative diseases, and vascular pathologies (Fig 1).4,6

A higher static magnetic field strength offers various advantages for in vivo applications such as increased signal-to-noise ratio (SNR),2,8 which can be translated to higher spatial resolution for structural and functional MR,3,8 increased chemical shift dispersion,10 and improved sensitivity in T2*-weighted blood oxygenation-level-dependent (BOLD) imaging.11 Magnetic susceptibility-weighted techniques also benefit from ultrahigh field (UHF) strength imaging as it allows visualization of small anatomical structures based on susceptibility differences between blood, iron, and myelin.

On the other hand, increased main magnetic field inhomogeneity, B1 inhomogeneity, and artifacts represent new challenges.

In this review, we aim to illustrate the sequences that are ready at UHF to be applied to routine clinical practice, new artifacts, some of the challenges inherent to UHF, and a more accurate assessment of metabolites by MR spectroscopy (MRS).

Clinical Applications

The anatomical regions most likely to benefit from UHF are the central nervous and musculoskeletal systems. This is due to the fact that structures in these systems are relatively unaffected by cardiac and breathing motion, which allows us to use sequences with higher spatial resolution that need a longer acquisition time.

For the brain, the principal clinical applications are related to the high resolution with which anatomical structures can be depicted,1,2 improved contrast, reduced quantity of contrast medium used, and new sequences that are likely to be developed in the future (Fig 2).
Fig 1. Axial susceptibility-weighted imaging (TR 28 milliseconds, TE 20 milliseconds, flip angle 10, voxel size .4 × .4 × 1 mm, acquisition time 5 minutes) nicely illustrates the small, irregular, and enlarged vessels in this patient with a capillary telangiectasia of the frontal lobe (A, arrows). A zoomed image (B) shows a remarkable depiction of the normal transmedullary veins on both sides of the cerebral hemispheres.

Fig 2. Axial and coronal high-resolution magnetization-prepared two rapid acquisition gradient echo (TR 6000 milliseconds, TE 3.1 milliseconds, IT 1,800 milliseconds, IT2 2,700 milliseconds, .6 mm isotropic resolution, acquisition time 10 minutes) of a 28-year-old volunteer. Note the excellent delineation of the different components of the basal ganglia in (A) and (B). Full coverage of the brain in (C). Note also the high contrast between gray and white matter in (A) to (C).

The pathologies that could benefit from 7 T MRI include MS, tumors, epilepsy (Figs 3a, 3b, 4, 5), neurodegenerative, and vascular diseases and those that require functional imaging.

The high anatomical resolution can be used to obtain higher precision in the planning of electrode positioning in the treatment of Parkinson disease and epilepsy or in the ablation of tumors.

Seven tesla imaging will provide a better understanding of the pathophysiology of different types of tumors, in part, due to improved identification and characterization of low-grade and high-grade areas of infiltration, the interface between edema and tumor, and changes in tumor permeability, particularly with the help of susceptibility imaging, which should directly impact on tumor classification and planning of treatment (better identification of biopsy targets).

This will furthermore help understand tumor response and side effects of treatment. In epilepsy, the detection and characterization of subtle lesions can be of critical importance for patient management, especially for patients who suffer from medically refractory epilepsy and are candidates for surgery. Indeed, the detection of a structural lesion largely increases the odds of favorable postoperative seizure control, by guiding resection or the placement of intracranial electrodes for invasive monitoring.

Seven tesla imaging can guide treatment as it is currently possible to visualize the hippocampi and their microstructure; different articles illustrate various anatomical structures such as the subiculum and Cornu Ammonis (CA), CA1, CA2, CA3, and CA4 (Figs 3a and 3b). Focal cortical dysplasia, the most common cause of medically refractory epilepsy in children and also frequent in adults, can also be very difficult to detect even with 3 T imaging. Postoperative outcome is increased by total resection of the lesion. A better detection and delineation of these lesions at 7 T would therefore be very useful. Small posttraumatic lesions could also be better detected at 7 T.

UHF increases the detection rate and improves characterization of cortical, thalamic and leptomeningeal lesions, and
their contribution to cognitive decline in MS.\textsuperscript{12,13} Magnetic susceptibility sequences allow visualization of small caliber blood vessels at the center of white matter lesions and they improve visualization of lesions of the cervical and upper dorsal spine cord due to high spatial resolution.\textsuperscript{14,15,17} Furthermore, magnetic susceptibility imaging can play a key role in identifying patients at risk of bleeding, for example, those with arteriovenous malformations in which treatment is controversial and also to determine the risk of rupture of aneurysms by studying the vascular wall.\textsuperscript{18}

**Adverse Effects**

Side effects of UHF-MRI include vertigo, the main complaint at UHF according to Theysohn et al.,\textsuperscript{19} followed by nausea, light flashes, metallic taste in the mouth, too much noise during image acquisition, and discomfort. De Vocht et al reported a decreased performance on cognitive tests with no effects perceived on the working memory.\textsuperscript{20} Furthermore, no significant changes in vital signs have been demonstrated.\textsuperscript{21}

Acquisition time is still a real limitation; gradient recalled echo (GRE)-based sequences such as magnetization-prepared rapid acquisition gradient echo (MPRAGE), magnetization-prepared 2 rapid acquisition gradient echo (MP2RAGE), or SPoiled Gradient Recalling imaging (SPGR) allow a full coverage of the brain in a reasonable time for clinical applications. Applications of spin echo (SE)-based sequences, however, have several limitations due to specific absorption rate (SAR) constraints that limit the number of slices available per unit of time. In order to achieve a reasonable acquisition time for clinical examination, small spatial coverage in the slice direction is obtained. However, remarkable image quality can be obtained in brain regions defined beforehand by other means such as electroencephalogram (EEG), clinical information, or other MRI sequences.

The higher spatial resolutions that are possible at UHF increase scan time as a result, which can result in patient discomfort. Additionally, it may be necessary to extend measurement time due to the higher SAR at field strengths of 7 T, which is a problem particularly for sequences comprising high radio frequency (RF) power pulses, such as T2-weighted imaging (WI) spin echo or fluid-attenuated inversion recovery (FLAIR) using turbo spin echo/fast spin echo (TSE/FSE) readout. Multiarray coils in combination with parallel imaging can accelerate the acquisition resulting in reasonable scan times for clinical studies. Furthermore, new methods were developed lately to overcome
Fig 5. A 24-year-old patient with tuberous sclerosis. Subependymal nodules are well visualized as hypointense round abnormalities adjacent to the right lateral ventricle (*) on axial susceptibility-weighted imaging. Zoomed image (B) shows a vein in contact with the nodule (arrows) almost invisible on axial spin echo T1 at 3 T with contrast.

SAR limitation for TSE implementation. For instance, reduction of SAR level on 2-dimensional TSE can be achieved using gradient and spin echo (GRASE) or RF subpulses.\textsuperscript{22,23} Three-dimensional T2-weighted sequences are also promising;\textsuperscript{24} however, these different methods are not yet sufficiently developed to be used in clinical routine.

Anatomical models have been utilized to calculate the induced current density and SAR in adults, children, pregnant woman, and fetuses. The effects change with age, the tissues most affected in adults and children by the high SAR being cerebrospinal fluid (CSF), the skin, and gray matter.\textsuperscript{25} The use of UHF is difficult in children as side effects are particularly difficult to tolerate in this age group. There is only one report in the literature dedicated to 7 T MRI in children and no studies have proven the complete safety of this type of exam if performed repeatedly.

Sequences
Images acquired on 7 T scanners have incomparable spatial resolution and definition, particularly those produced by susceptibility-weighted imaging (SWI). Although the fundamental architecture of sequences used at 7 T is the same as on 3 T scanners (MPRAGE, MP2RAGE, SPGR, SE T2, FLAIR, SWI, diffusion tensor imaging [DTI], 3-dimensional time of flight [TOF], and spectroscopy), significant improvements and parameter adjustments are still necessary to bring 7 T MRI into routine clinical practice. The most common sequences currently used in clinical practice and issues relating to optimization of these sequences are dealt with in the next section.

T1 Weighted
The most common technique for acquiring T1-weighted images at 7 T is the MPRAGE sequence. Despite being widely used at 3 T, at higher field strength, MPRAGE images are inhomogeneous due to B1 variations, which may impair clinical interpretation. One approach is to use two inversion times (ITs) (MP2RAGE), which has the advantage of producing bias-free images with high contrast between gray and white matter in addition to a robust T1 mapping (Figs 2 and 3b, and 4).\textsuperscript{26}

Fluid-Attenuated Inversion Recovery
FLAIR is a pulse sequence that nulls tissue or fluid signal by applying an inversion pulse before signal acquisition. By carefully choosing the IT, the signal from any particular tissue can be canceled; in clinical MR, it is mostly used to suppress CSF. FLAIR is used to detect/diagnose a wide range of central nervous system diseases and offers an increased sensitivity when compared to T1 and T2 images in the evaluation of stroke, MS, infection, and toxic and metabolic diseases. T2-weighted FLAIR imaging is currently one of the cornerstones of MR neuroimaging protocols in the clinical setting at 1.5 and 3 T.\textsuperscript{27} The contrast of gray/white matter does not necessarily increase with the field strength.\textsuperscript{28} This is due to the lengthening of T1-values of gray and white matter at UHF, while the T1 of CSF is relatively field-independent, leading to compromised T2-contrast and reduced magnetization recovery at the moment of excitation. To overcome this problem, a UHF version of FLAIR was developed comprising a magnetization preparation module that effectively leads to an inversion recovery of the CSF but only to a saturation of gray and white matter.\textsuperscript{29}

Diffusion-Weighted Imaging and Diffusion Tensor Imaging
Diffusion-weighted imaging (DWI) allows the noninvasive visualization of anatomical connections between different parts of the brain by mapping the diffusion process of water molecules
in biological tissues. The first diffusion MRI images were produced in the mid-1980s and were used soon after in the clinical setting.

Diffusion and DTI are widely used in the field of neuroradiology for the study and to guide treatment of diseases such as stroke, infections, etc. DTI is particularly successful because it reveals the brain connectivity and abnormalities/lesions in white matter fiber structure. Diffusion images, tractography, and more specifically fractional anisotropy profit greatly of a higher magnetic field where the resolution is paramount. However, increased distortion by field inhomogeneity at UHF remains a challenge that needs to be overcome in order to fully benefit from the UHF potential. Some new approaches are being explored such as readout-segmented echo planar imaging (EPI) together with motion correction showing promising results.

**Susceptibility-Weighted Imaging**

SWI is an MRI technique that exploits the local magnetic field differences between tissues. SWI is based on an fully flow-compensated 3D high-spatial resolution GRE that combines magnitude and unwrapped phase images to produce an enhanced contrast magnitude image. By increasing the field strength, it enables the use of shorter echo times (TE) while maintaining the same phase difference, and along with a higher SNR, it improves resolution and speed.

Unfortunately, the field patterns seen in phase images are nonlocal due to small local susceptibility distributions. Thus, the phase images do not necessarily reflect anatomical structures locally and the contrast depends on the orientation of the object in relation to the main magnetic field. Care must therefore be taken when relating the phase contrast (PC) to brain anatomy, especially in regions of complicated anatomy such as the basal ganglia. Quantitative susceptibility mapping (QSM) overcomes this problem and might therefore replace SWI at UHF even in clinical settings, despite the technical and mathematical challenges.

Currently, the most common indications are for the detection of microhemorrhages, calcifications, iron accumulation, and the visualization of vascular structures, particularly veins (Figs 1 and 5).

**3D TOF Angiography**

Three-dimensional TOF is obtained routinely with clinical MRI at 1.5 and 3 T for detection of thrombus, plaques of atheroma, vasculitis, and aneurysms at high resolution with a coverage of 10 cm and a resolution of .3 × .3 × .5 mm³.

At UHF, technical parameters are: FOV 200 × 190 × 50 mm³ in transverse orientation and acquired voxel size .25 × .3 × .4 mm.

Recent studies have illustrated the benefits of 7 T in the analysis of intracranial vessels with and without contrast, allowing the visualization of the whole circle of Willis and intracranial perforating arteries. However, venous contamination has been reported with both techniques.

Brain coverage is reduced by constraints of SAR and can result in long acquisition times that are difficult to apply in clinical routine.

Finally, the new sequence MPRAGE-MRA seems to decrease the acquisition time with higher resolution.

**1H Magnetic Resonance Spectroscopy**

1H MRS allows the noninvasive measurement of neurochemical information in the human brain. With the increase of magnetic field strength ≥7 T, high spectral resolution (eg, improved separation of glutamate and glutamine) and SNR would largely improve the quantification for metabolites, reduce acquisition time, and increase spatial resolution. However, there are a number of technical challenges such as increased B0, B1 field inhomogeneities (discussed below in the “challenges/solutions” section), chemical shift displacement (CSD) due to volume selection, reduced T2 relaxation times, and increased T1 relaxation times.

Individual metabolites actually experience different excitation volumes due to their difference in chemical shift.

Despite the potential of UHF in spectroscopy, few clinical applications have been reported and include the localization of the epileptogenic zone in medically refractory epilepsy and tumor lesions. The fact that higher field strength yields better SNR and improved spectral resolution allows better metabolite depiction. In epilepsy, the added value of UHF is the possibility to measure glutamate and glutamine separately and also more accurate assessment of gamma-amino butyric acid (GABA), which can bring new insights into the detection of epileptic lesions. For tumor assessment, improved spatial resolution may improve the differentiation of edema from low-grade infiltration and also characterization of lesions.

**Functional MRI**

Noninvasive mapping of functional brain functions can be achieved by functional MRI (fMRI) that allows the detection of hemodynamic changes associated with cerebral activity. The most standard method is the BOLD effect depending on the paramagnetic properties of deoxyhemoglobin that induce local modifications of the magnetic susceptibility.

BOLD signal sensitivity increases linearly with field strength opening the possibility to critically enhance spatial resolution or to decrease the number of repetitions to obtain significant BOLD changes at UHF. Furthermore, the intravascular contribution from large vessels to BOLD signal decreases with magnetic field strength offering a better spatial specificity at higher field by reducing the signal from draining veins.

These significant benefits in BOLD signal sensitivity and specificity at UHF make clinical fMRI at 7 T the technique of choice for non-invasive mapping of language or motor cortex to be preserved during surgery. In patients with medically refractory epilepsy, presurgical mapping can be enriched by simultaneous EEG-fMRI that can be performed safely at 7 T in order to noninvasively localize hemodynamic correlates of interictal epileptic activity during presurgical investigations.

**Coils**

The excellence of UHF MR imaging quality depends ultimately on RF coil performance. The increase in the static magnetic fields brings new physical challenges: decreased RF penetration in a subject, higher RF power requirements, and increase in susceptibility artifacts. Even more importantly, the RF wavelength in the body becomes comparable or smaller in size than the anatomical dimensions, which can lead to interference patterns. While destructive interference leads to darkening of the image, constructive interference may lead to local brightening.
of the image. Therefore, at UHF MR imaging, a strong contribution of the induced conductive and dielectric currents to RF-induced signal variations across the subject is highly visible.

Compared to more conventional 3 T MR systems, achievable B1 (transient B1) fields are also limited by less powerful RF power amplifiers (2 °A-15 kW at 3 T, compared to 2 °A-4 kW at 7 T) and inherently higher cable losses. This results in a situation where RF power demanding sequences such as spin echo sequences face challenges with respect to sufficiently available B1 and imaging speed due to increased RF heating concerns in the body.

UHF enables improved sensitivity and encoding capabilities of fMRI. The introduction of multiple receiver arrays showed the sensitivity benefit of receiving the MR signal with multiple smaller coils. Reduced acquisition times are not only favorable in reducing the impact of subject motion, but also allow functional measurements in the same subject and in the same measurement session, which is ideal for studying the relation between anatomy and function.

Acquiring whole-brain T2-weighted images at 7 T is challenging due to both visible inhomogeneous transmit patterns in the image and power deposition limitations. However, combining parallel transmit methods with SAR and scan time reducing approaches may overcome this problem.

Another challenge at UHF head imaging is tissue heating, which is a result of time-varying magnetic-field-induced electric fields in a subject according to Maxwell’s equations. The electric field induces currents in a subject, which leads to tissue heating in the case of a conductive tissue. SAR limit relevant to the UHF imaging RF coils is 10 W/kg for averaged over 10 g of tissue according to IEC 60601-2-33 (IEC, 2010) guidelines.

A crucial goal in increasing the main field strength is to achieve molecular-level high resolution to understand the brain further. Currently, the sensitivity of available RF coils is limited for microscopic imaging without administration of a contrast agent to a subject. Molecular-level imaging is possible only with the application of a specialized molecular sensor.
In vivo field) can minimize and some- glutamine; Asp = gamma-12/500 milliseconds, 32 av- lactate; GABA = 3 glutamate; Tailored RF pulses are designed to cancel B1 varia-

N-acetylaspartate; Glu phosphoethanolamine; Mac phocreatine; GPC = phosphocholine; NAAG glutathione; PCho = taurine; Ins = myo-inositol; GSH = glutathione; PCho = phosphocholine; NAAG = N-Acetylaspartylglutamate; PE = phosphoethanolamine; Mac = macromolecule baseline. Numbers on the graph express the reso-

Inhomogeneities

Current use of UHF MR imaging is limited by technical is-

Challenges/Solutions

Current use of UHF MR imaging is limited by technical is-

Inhomogeneities

All sequences should benefit from the increased SNR. How-

Relaxation Time Variation

Relaxation times change with the field strength: T1 values increase along with the field strength and then converge to a specific tissue-dependent value. T2* values decrease with field strength, leading to a loss of signal but enhancing the

Specific Absorption Rate

Tissue heating caused by the absorption of radio waves is an-

Experimental setup and analysis

Figure 7: In vivo 1H MR spectrum acquired using semiadiabatic SPE-

References

1. Vargas et al: Clinical Use of 7 T MR in Neuroradiology

Vargas et al: Clinical Use of 7 T MR in Neuroradiology
sensitivity to deoxygenated blood and iron deposits. For spin-echo sequences, apparent T2 values also shortened due to diffusion effects through small local gradient variations in capillaries that depend on the tissue type. T2 values also decrease but the reduction is dependent on the type of tissue (gray/white matter). Heuristic equations of the changes of T1 and T2* for cortical gray matter are given here.

A method to maximize the signal intensity would be to have a longer time to repeat (TR) and shorter time to echo (TE).

A fundamental problem inherent to FLAIR imaging is the lengthening of T1 constants of gray and white matter, while the T1 of CSF is field-independent. This has two detrimental effects. First, the desired T2 contrast is compromised, as the prolonged T1 values significantly increase T1 weighting in FLAIR images that counterbalances the T2 weighting. Second, the gain in SNR is suboptimal, as part of the gain in magnetization obtained by the increased field strength is lost by the reduced magnetization recovery at the moment of excitation.

**Conclusion**

Seven tesla MRI scanners produce images with exceptional SNR, high contrast, and unprecedented spatial resolution. However, several adjustments are indispensable in order to minimize image artifacts mainly caused by inhomogeneities of both B0 and B1 fields. High spatial resolution is often associated with larger imaging matrices and ultimately longer scan times, which are sometimes further extended by stricter SAR limits. Therefore, reducing image acquisition time and consequently improving patient comfort is another challenge that must be overcome in order to allow the future use of this type of scanner in the clinical setting.

**References**


